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. Magnification is as follows if a monitor other than )
Product name SCOPEMAN .MSX-50(.JD| : a 14" monitor is used. .
Camera 1/1.8" interline CCD image sensor, 2.11 megapixel total n

2.11 megapixel digital €CCD microsc
PRODUCT SPECIFICATIONS MAGNIFICATION OF EXTERNAL OUTPUT
Numb-er of effective pixels | 2.01 megapixel 0.93 1 143
Scanning method Interlace
P " - P 9.29 10 14.3
Magnification 00 to 500X calculated with *14” monitor magnification 186 20 286
Light source 27 high luminance white LEDs; Light up switch/light adjustment function 46.4 = 7 '4
LCD monitor 3.5" TFT color LCD (LED backlight) : -
USB Ver1.1 Mass storage/based on USB Video Class 92.9 90 143
Interface *Compatible with Windows®XP SP2 or higher 186 200 286
(Recommended PC/CPU: Pentium 4 or higher, memory: 512 MB or higher) 279 300 429
Recordable media SD card 371 400 571
Recordable formats BMP/JPEG (still image) 464 500 714
Software Measurements between 2 points; angle; area (all manual measurements)
Temperature range 5°C to 40°C
Power AC Adapter; AC100 — 250V; DC12V; 3A WD/FIELD OF VIEW
Optional Lithium ion battery; Light permeation unit; External freeze switch Magnification | WD (mm) | Field of View (mm)
Unit size (mm) 164.20mm (width) X 220.72mm (height) X 181mm (depth) 1X 460.1 284.059 x 213.921
Weight Approximately 2.1kg (including AC adapter) 10X 53.5 28.406 X 21.392
Accessories SD card; USB cable; Video cord; AC adapter; Software CD-ROM; User manual 20x 30.9 14.203 x 10.696
@ Microsoft, Windows® is a registered trademark of Microsoft Corporation of America and other countries. 50X 17.3 5.681x4.278
100x 12.8 2.841x2.139
164.20 200x 10.6 1.420 x 1.070
FIGURE 0 300x 9.8 0.947 X 0.713
(mm) 400x 94 0.710 X 0.535
N 1 500 9.2 0.568 X 0.428
E }I 2l OPTIONAL
g ‘ Sl] @ DC 7.2V Lithium ion battery pack

@ Light permeation unit
@ External freeze switch
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Specifications and design may be improved or changed without notice.
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and 35" TFT color LCD monitor.
m Please direct inquiries to the contacts stated below. ] [l ] [ [
A standalone unit that allows for viewing and saving images.
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